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Fire Pump Installation Systems 3-125
Product Size, in. Orifice Diameter, In. Pressure Rating psi
Designation (mm) (mm) (kPa)
3475AR-16.3 Y4 1716 300
(19) (1.6) (2069)
3410AR-116.3 1 1/16 300
(25) (1.6) (2069)
Val-Matic Valve & Mfg Corp, 905 Riverside Dr, Elmhurst IL 60126
Product Size, in. Orifice Diameter, In. Pressure Rating psi

Designation (mm) (mm) (kPa)
15A ] Yie 175
(12.7) (1.6) (1207)

16A.2 Y4 Yie 175
(19) (1.6) (1207)

15A3 1 Yie 175
(25.4) (1.6) (1207)

224 Yo, Ya Y2 175
(12.7, 19) (2.4) (1207)

223 1 Y52 175
(25.4) (2.4) (1207)

227 Ve Vie 300
(12.7) (1.6) (2069)

229 Yo, ¥, 1 Yie 300

(12.7, 19, 25.4) (1.6) (2069)

FIRE PUMP FLOWMETER SYSTEMS

Fire pump flowmeters may be used to determine the discharge of a fire pump. Water from the pump is temporarily
directed through the flowmeter, then to atmospheric drain or back to the water supply source.

It is important that the flowmeter not be connected directly back to the pump suction. This arrangement does not
adequately test the condition of the water supply.

These flowmeters are calibrated to measure the fire pump output directly in gal/min (dm®min). A control valve is
provided in the flowmeter line. This valve must be completely closed, except when the flowmeter is in use. Unless
otherwise noted in the listing, these systems have 175 psi (1205 kPa) rated working pressure.

Gerand Engineering Co, 11504 K-Tel Drive, Minnetonka MN 55343

Pump Rating, Nominal Model Designation
gal/min Meter Line Size Venturi Orifice
(dm’/min) in. 1) (2
25 14 GV-25-1Ya -
(95)
50 2 GV-50-2 -
(190)
100 2% GV-100-2%2 GO-100-2%2
(380)
150 ; 3 GV-150-3 GO-150-3
(570)
200 3,4 GV-200-3, 4 GO-200-3, 4
(755)
250 4,5 N GV-250-4, 5 GO-2504, 5
(945)
300 4 GV-300-4 GO-300-4
(1135)
400 4,5 GV-4004, 5 GO-400-4, 5
(1515)
450 4,5 GV-4504, 5 GO-4504, 5
(1705)
500 56 GV-500-5, 6 GO-500-5, 6
(1895)
750 5 6 GV-750-5, 6 GO-750-5, 6
(2840)
1000 6,8 GV-1000-6, 8 GO-1000-6, 8
(3785)
1250 6,8 GV-1250-6, 8 GO-1250-6, 8
(4730)
1500 8,10 GV-1500-8, 10 GO0-1500-8, 10
(5680)
2000 8, 10 GV-2000-8, 10 GO0-2000-8, 10
(7570)
2500 8, 10 GV-2500-8, 10 GO0-2500-8, 10
(9465)
3000 8, 10 GV-3000-8, 10 GO0-3000-8, 10
(11 355)
3500 10, 12 GV-3500-10, 12 G0-3500-10, 12
(13 245)
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