e Brass body.
= Full bore,

e Quarter turn operation,

= Blow-out vandal-proof assembly.
s 14" to 2" sizes

PTFE ball seals.

Nitrile ‘O ring seals.

BS 21 Taper Thread.

150 228 (BS 2779) Parallel Thread.
a ANS| (NPT) American Thread.

e Chrome plated finish.

e PNZ25 rated.

Sizes
Patt. No. W' W' o 1% 1% 2"
FE100 L L e L]
PETOOPT a L L] o )
PE100AT ® ® e a ®

Sizes
Description| W' ' 1" 1% TP "
A face o face | 50 58 ] B BE5 110
B f;m'“ 45 50 52 70 76 23
CleverLength | 100 100 110 135 135 165
D Port Bore 145 19 25 30 38 41.5
Weightkg | 0176 0.25 038 0.624 084 1.45

No. Component Material
Sizes : Body e
ks U 1 1 14 2! 2 End Plece Brass
v 19.9 43.0 B1.9 1416 2340 EC AN 32 Ball Chrome Plated Brass
Ky 17.0 A41.0 10,0 121.0 200.0 292.0 4 Stem Brass
* Cv = flow rate i US GPM at a pressure deop of 1 psi 5 Seats PTFE
* Kv - flow rate in m3 per hour at @ pressure drop of 1 bar. 5 Friction Washer PTFE
7 "0 Rings Nitrile Rubber
9 Handle Mut Steel
Maximum Test
Size Pressure Conditions (bar) Pressures (bar)
Temperatures Temperatures
up to 120°C up to 20°C shaell Seat
¥ to 2" 4.0 25.0 375 | 215 1 —

Gases
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