Unit B, 13/F., Universal ind. Ctr,

2325 Shan Mei Sireet,

Fo Tan, Shatin, N.T., Hong Kong.

Tel: {B52) 2605 5736 Fax: (852) 2692 0798

T § 8 T R E p G BT E-maill nutek@nuteksyslems. com

Yo T

{This test report is issued to supersede the one with ref. J9734A.)
TITLE : Testing of strainer
OUR REFERENCE : JOT34A-1

DESCRIPTION OF SAMPLE : 65mm Cast ductile iron basket strainer with flanged ends ¢/w 316 S.S. screen
and cover; pressure rating PN16

SAMPLE SUBMITTED BY : Gate Way Valve & Fitting Ltd.
Flat F, 22/F., Luk Hop Industrial Bldg.,
8§ Luk Hop Street, San Po Kong,
Kowloon, Hong Kong,.

MANUFACTURER : Yoshitake Inc.
COUNTRY OF ORIGIN : Japan
BRAND : Yoshitake

MODEL : SU-506 Series

BODY MARKINGS : y y
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{ TEST REQUIRED : 1) Dimensions (BS4504: Section 3.2: 1989),

j 2} Hydraulic pressure test,

é 3) Chemical composition of the screen (BS970: Part 1: 1996)
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PERIOD OF TESTS : 12" to 20" January 2004

RESULTS: -
1. DIMENSIONS (in millimetres)

Sample BS Requirement

Nominal size 65 /

Face to face dimension 256 /

Screen diameter 2.5 /
hole pitch 3.8 /
outside diameter 187 185
pitch circle diameter 145 145

Flange thickness, including raised face 21.7 20 +4.5

bolt hole diameter 18.0 10 .1

number of bolt hole 4 nos. 4 nos.
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TEST REPORT

OUR REFERENCE NO.J9734A-1 (P.2)

2. HYDRAULIC PRESSURE TEST

Unit B, 13, Universal Ind. Ctr,

23-25 Shan Mei Sireet,

Fo Tan, Shatin, N.T.. Heng Kong.

Tel (852} 2605 5736 Fax: (652) 2607 (788
Ll nuiek@nuisksystems.com

Test pressure Duration )
(bar) (s) Remark
Sample 24 60

Note : no leakage was detected during the above test.

3. CHEMICAL COMPOSITION OF THE SCREEN

Sample . Element compositifms (%) Designz-ition ©
C Si Mn Mo Ni Cr g p BS970 : Part 1
Screen | 0.049 0.33 1.1 2.5 11.2 18.3 0.01 0.01 316531
Cover | 0.053 0.31 1.3 248 11.0 18.5 0.01 0.01 316531
4. SUMMARY OF RESULTS (apply only to the sample tested)
Dimensions - Satisfactory
Hydraulic pressure test - Satisfactory
Chemical composition of the screen - Satisfactory
4
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? Urit B, 13/F., Univarsai Ind. Cr.,
23-25 Shan Mei Street,
Z Fo Tan, Shatin, N.T., Hong Kang.
i Tk (852) 2605 5736 Fax: {852) 2652 0758
; TE S T R E P Q BT Emngi nutek@nuiskaystems.oom
i
{ (This test report is issued to supersede the one with ref.J9734B.)
{
{ TITLE : Testing of strainer
; OUR REFERENCE : J9734B-1
! DESCRIPTION OF SAMPLE : 80mm Cast ductile iron basket strainer with flanged ends c/w 316 8.S. screen
f and cover; pressure rating PN16
z SAMPLE SUBMITTED BY : Gate Way Valve & Fitting Ltd.
{ Flat F, 22/F., Luk Hop Industrial Bldg.,
] 8 Luk Hop Street, San Po Kong,
g Kowloon, Hong Kong.
{ MANUFACTURER : Yoshitake Inc.
% COUNTRY OF ORIGIN . Japan
] BRAND : Yoshitake
g MODEL 1 SU-50 Series
{ BODY MARKINGS : y ;Vi
i —>  —
80 3
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z TEST REQUIRED : 1) Dimensions {(BS4504: Section 3.2: 1989),
: 2) Hydraulic pressure test,
% 3) Chemical composition of the screen (BS970: Part 1: 1996)
i PERIOD OF TESTS 12" to0 20" January 2004
! RESULTS: -
! I. DIMENSIONS (in millimetres)
{ Sample BS Requirement
{ Nominal size 80 /
i Face to face dimension 302 /
E Screen diameter 2.5 /
; hole pitch 3.8 /
{ outside diameter 201.5 200
| pitch circle diameter 160 160
{ Flange thickness, including raised face 2472 22 +4.5
{ bolt hole diameter I8 19 -1
§ number of bolt hole 8 nos. 8 nos.
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TEST REPORT

Unit B, 13/F., Universal ind. Clr.,

23-25 Shian Mai Streel,

o Tar, Shatin, N.T., Hong Kong.

Tel: {852} 2605 5736 Fax: (852) 2607 0798
Eorpall: nutek@nuteksystems.com

L

OUR REFERENCE NO.J9734B-1 (P.2)

2. HYDRAULIC PRESSURE TEST

Test pressure Duration
(bar) (s) Remark
Sample 24 60 Pass
Note : no leakage was detected during the above test.
3. CHEMICAL COMPOSITION OF THE SCREEN
= 5
Sample Element compositions (%) Designation to
C Si Mn Mo Ni Cr S p | BSY70:Part]
Screen | 0.055 0.28 1.3 2.45 1.7 18.2 0.01 0.011 316831
Cover | 0.048 0.22 1.55 248 11.6 18.3 0.012 | 0.015 3165831

4. SUMMARY OF RESULTS (apply only to the sample tested)

Dimensions

Hyvdraulic pressure test

Chemical composition of the screen
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Ll B, 134, Univarsal Ind. Cir.,
23-25 Shan Mei Sfreet,
Fo Tan, Shatin, NT., Hong Kong.

Tel {852 2605 5735 Fax: (852) 2692 0795
TEST REPORT E-mail: nutek@nuieksystems.com

(This test report is issued to supersede the one with ref J9734C.)
TITLE : Testing of strainer

OUR REFERENCE o J9734C-1

DESCRIPTION OF SAMPLE : 100mm Cast ductile iron basket strainer with flanged ends ¢/w 316 8.8, screen
and cover; pressure rating PN16

SAMPLE SUBMITTED BY : Gate Way Valve & Fitting Ltd.
Flat F, 22/F., Luk Hop Industrial Bldg.,
8 Luk Hop Street, San Po Kong,
Kowloon, Hong Kong.

MANUFACTURER . Yoshitake Inc.
COUNTRY OF ORIGIN : Japan
BRAND : Yoshitake
MODEL : SU-50 Series
BODY MARKINGS : y y
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TEST REQUIRED : 1) Dimensions (BS4504: Section 3.2: 1989),

2) Hydraulic pressure test,
3) Chemical composition of the screen (BS970: Part 1: 1996)

PERIOD OF TESTS : 12" to 20™ January 2004
RESULTS: -
i. DIMENSIONS (in millimetres)
Sample BS Requirement
Nominal size 100 /
Face to face dimension 317 /
Sereen diameter 2.5 /
hole pitch 3.8 /
outside diameter 227 220
pitch circle diameter 180 180
Flange thickness, including raised face 26.1 24 +4.5
bolt hole diameter 18.0 19 -1
number of bolt hole 8 nos. 8 nos.
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TEST REPORT

Lrit B 13F., Universal Ind. Ctr.,

723-25 Shan Mai Stresl,

Fo Tar, Shatin, M1, Hong Kong.

Tel, {852y 2605 5736 Fax: (A52) 2657 0788
L-mail nutekinueksystems.com

OUR REFERENCE NO.J9734C-1 (P.2)

2. HYDRAULIC PRESSURE TEST

Test pressure Duration )
(bar) (s) Remark
Sample 24 60 Pass
Note : no leakage was detected during the above test.
3. CHEMICAL COMPOSITION OF THE SCREEN
1t+3 = {0
Sample Element compositions (%) Designation to
C Si Mn Mo Ni Cr S p | BS970:Partl
Sereen | 0.052 (.29 1.3 245 11.2 18.1 0.01 0.011 316831
Cover 0.055 0.18 1.2 2.46 11.9 18.0 0.01 0.012 316531

4. SUMMARY OF RESULTS (apply only to the sample tested)

Dimensions - Satisfactory
Hydraulic pressure test - Satisfactory
Chemical composition of the screen - Satisfactory
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