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TITLE
OUR REFERENCE
DESCRIPTION OF SAMPLE

SAMPLE SUBMITTED BY

MANUFACTURER
BRAND

MODEL

ORIGIN

BODY CAST MARKINGS

BODY LABEL MARKINGS

TESTS REQUIRED

PERIOD OF TESTS

1. DIMENSIONS (in millimetres)

NUTEK SYSTEMS LTD

TEST REPORT

Testing of Valve

J10255A

20mm Pressure reducing valve with screwed body ends; bronze body;
stainless steel trim; pressure rating PN16; outlet pressure adjustable;

for fresh water application

Yoshitake Inc.

955-5, Miyamae, frukadeshinden,

Komaki, Aichi, 485-0084, Japan.

YOSHITAKE INC.
YOSHITAKE
GD-24
JAPAN
; y RK&
p N -
20 1
: GDh-24
WATER REDUCING VALVE
INLET PRESS. 0.2-1.6 MPa
REDUCED PRESS. 0.05~0.55 MPa
'MAX. TEMP, 80°C
SET PRESS. MPa
MFG. NQ. K$

Yoshitake 5

1. Dimensions;

2. Pressure reducing test,

3. Hydraulic pressure test and
4, Chemical composition test

10% to 22™ November 2004

RESULTS: - (apply only to the sample tested)

Sample
Nominal size 20
Face to face dimension 90

Note ; the female threads at the water inlet and water outlet comply with BS21.

2. PRESSURE REDUCING TEST

The inlet test pressure was maintained at 3 bar, 6 bar, 9 bar, 12 bar and 16 bar respectively; the

corresponding adjustable outlet pressure range was recorded:

Inlet pressure (bar) Adjustable outlet pressure range (bar)
3 0.5t02.0
6 0.5t04.5
9 05t035.5
12 0.5t0 7.5
16 0.5t07.5
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Linit 8, 13/F., Universal Ind. Cir.,
23-25 Shan Mei Street,
Fa Tan, Shatin, N.T., Hong Kong.

Tel: (852) 2605 5736 Fax: (852) 2692 0798
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I“. ‘1 NUTEK SYSTEMS, LTD.

TEST REPORT

QUR REFERENCE NO.J10255A (P.2)
3. HYDRAULIC PRESSURE TEST

Unit B, 13/F., Universal ind. Ctr.,
23-25 Shan Mei Street,
Fo Tan, Shatin, N.T., Hong Kong.

Tel: (852) 2605 5736 Fax: (852) 2692 0798

Test pressure Duration
(bar) (s) Remark
Sampie 30 60 Pass
Note : no leakage was detected during the above test.
4. CHEMICAL COMPOSITION TEST
Elements Compositions (%)
Component Designation
Co | zn | Pb | Sn | Pe | Ni | 00
LG2 (BS1400),
Valve body 83.4 52 5.5 5.1 / 0.35 0.45 ( )
_ CuSn5Zn5Pb5-C or
Suspension | g31 | 56 | 53 | 54 /| 026 0.34 CC491K
metal (BSEN1982)
CZ121
(BS2872/BS2874)
valve piston
and cap 582 384 2.8 / 0.25 / 0.35 CuZn39Pb3 or
CW614N
(BSEN12164)
Element compositions (%o)
Component ) ; Designation
C St Mn Ni Cr S P
304815 (B970: Part
Valve seat | 0.056 | 026 1.1 9.5 18.7 0.01 0.01 | L& BS1449:part2)
X5CrNil8-10 or
Is“gr‘;’:g‘ 0052 | 033 | 1.0 95 | 189 | 001 | o001 L4301
(BSEN10088)
5. SUMMARY OF TEST RESULTS (apply only to the sample tested)
Dimensions - As shown in sectton 1
Pressure reducing test - Satisfactory
Hydraulic pressure test - Satisfactory
Chemical composition test - Satisfactory
#h %
Date : )91 ﬁmﬁ& 2pp & Authorized signature : !
Nutek Systems is & testing agency, Samson W.K. Yiu
approved by the Water Authority and
Government Supplies Department, for ( Director )

testing water supply fittings.
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TITLE
OUR REFERENCE
DESCRIPTION OF SAMPLE

SAMPLE SUBMITTED BY
MANUFACTURER
BRAND

MODEL

ORIGIN

BODY CAST MARKINGS

BODY LABEL MARKINGS

TESTS REQUIRED

PERIOD OF TESTS

REPORT

Testing of Valve
J10255B

25mm Pressure reducing valve with screwed body ends; bronze body;
stainless steel trim; pressure rating PN16; outlet pressure adjustable;

for fresh water application

Yoshitake Inc.

955-5, Miyamae, Irukadeshinden, -

Komaki, Aichi, 485-0084, Japan.

YOSHITAKE INC.
YOSHITAKE
GD-24
JAPAN
: 4" RK7
Wb y—
25 1
: GD-24
WATER REDUCING VALVE
INLET PRESS. 0.2~1.6 MPa
REDUCED PRESS. 0.05~0.55 MPa
MAX. TEMP. 80°C
SET PRESS. MPa
MFG. NO. )

K
Joshirake ol

1. Dimensions;

2. Pressure reducing test,

3. Hydraulic pressure test and
4. Chemical composition test

10% to 22™ November 2004

RESULTS: - (apply only to the sample tested)

1. DIMENSIONS (in millimetres)

Sample
Nominal size 25
Face to face dimension 100.1

Note : the female threads at the water inlet and water outlet comply with BS21.

2. PRESSURE REDUCING TEST

The inlet test pressure was maintained at 3 bar, 6 bar, 9 bar, 12 bar and 16 bar respectively; the

corresponding adjustable outlet pressure range was recorded:

Inlet pressure (bar) Adjustable outlet pressure range (bar)
3 0.5 to 2.0
6 0.5t0 4.5
9 0.5t05.5
12 05t07.5
16 0.5t0 7.5

et S Bt et S S | ot e Dt | Dt S S 71 D e Lo+ D Dl 4 4 Sl APt et et | e S Tt o B L e S ¢ T S ¢ et T

Unit B, 13/F, Univarsal Ind. Ctr.,
23-25 Shan Maei Street,
Fo Tan, Shatin, N.T., Hong Kong.

Tel: (852) 2605 5736 Fax: (852) 2692 0798 §
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[\ | NUTEK SYSTEMS, LTD. s

o lan, atn, N T, Hon ng.
t_ % T ES T RE PO RT Tei: (852) 2605 5736 Faxg: (Bc;;)' 2692 0798

OUR REFERENCE NO.J10255B (P.2)

3. HYDRAULIC PRESSURE TEST

Test pressure Duratton
(bar) (s) Remark
Sample 30 60 Pass

Note : no leakage was detected during the above test.

4, CHEMICAL COMPOSITION TEST

!
!
!
!
!
!
!
!
!
{
{
!
¢
; Elements Compositions (%)
: Component Om Designation
! Cu Zn Pb Sn Fe Ni or
! .- Impurities
LG2(BS51400
f Valve body 84.0 49 5.2 5.1 / 0.4 0.4 ( )
Y: - CuSn5Zn5Pb5-C or
i Suspension | g33 | 53 | 55 | S1 / 0.5 0.3 CC491K
; meta (BSEN1982)
\ CZ121
; (BS2872/BS2874)
valve piston
? and cap 58.4 38.45 2.5 / 0.25 / 0.4 CuZn39Pb3 or
i CW614N
!
!
! Element compositions (%)
! Component ) . Designation
i C Si Mn Ni Cr S P
i 304515 (B970: Part
t Valve seat | 0.06 0.32 1.3 9.9 18.5 0.01 0.01 | 1 &BS1449: part2)
-
X5CiNil18-10
Lower | 4055 | 018 | 12 97 | 183 | 001 | 001 Taz01
spring 1.4301
(BSEN10088)

5. SUMMARY OF TEST RESULTS (apply only to the sample tested)

Dimensions - As shown in section 1
Pressure reducing test - Satisfactory
Hydraulic pressure test - Satisfactory

Chemical composition test - Satisfactory

Date : ﬁ MMQ&&& e fﬁ Authorized signature : ﬂ
/

Nutek Systems is &8 testing agency, .
approved by the Water Authority and Samson W.K. Yiu
for

Government Supplies Department,
testing water supply fittings.
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™~ ] Unit B, 13/F., Universal Ind. Ctr.
7 . 23-25 Shan Mei Street,
. Fo Tan, Shatin, N.T,, Hong Kong.
Tel: (852) 2605 5736 Fax: (852) 2692 0798 §

TEST REPORT

TITLE . Testing of Valve
OUR REFERENCE . J10255C

DESCRIPTION OF SAMPLE : 32mm Pressure reducing valve with screwed body ends; bronze body;
stainless steel trim; pressure rating PN16; outlet pressure adjustable;
for fresh water application

SAMPLE SUBMITTED BY ¢ Yoshitake Inc.
955-5, Miyamae, Irukadeshinden,
Komaki, Aichi, 485-0084, Japan.

D e el T ¢ 4P 1t T g G 3 D L el 3D 1A+ el 13l £ Al 1l w el @ el 3 T D 1 i et

MANUFACTURER . YOSHITAKE INC.
BRAND : . YOSHITAKE
MODEL . GD-24
L
~~  ORIGIN : JAPAN
Yi
BODY CAST MARKINGS : J RK7
e
32 2
BODY LABEL MARKINGS : GD-24
WATER REDUCING VALVE
INLET PRESS. 0.2~1.6 MPa
MAX. TEMP. 80°C
SET PRESS. MPa
MFG. NO. K9
m,it Made In Japan
INC. 31150
TESTS REQUIRED ¢ 1. Dimensions;
2. Pressure reducing test,
3. Hydraulic pressure test and
4. Chemical composition test
I
' PERIOD OF TESTS 10" to 22™ November 2004

RESULTS: -_(apply only to the sample tested)
1. DIMENSIONS (in millimetres)

Sample

Nominal size 32

Face to face dimension 120
Note : the female threads at the water inlet and water outlet comply with BS21.

2. PRESSURE REDUCING TEST

The inlet test pressure was maintained at 3 bar, 6 bar, 9 bar, 12 bar and 16 bar respectively; the
corresponding adjustable outlet pressure range was recorded:

Inlet pressure (bar) Adjustable outlet pressure range (bar)
3 0.5t02.0
6 0.5t04.5
9 0.5t05.5
12 0.5t0 7.5
16 0.5t07.5
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3. HYDRAULIC PRESSURE TEST

REPORT

OUR REFERENCE NOQ.J10255C (P.2)

Test pressure Duration
(bar) (s) Remark
Sample 60 Pass

Note : no leakage was detected during the above test.

4, CHEMICAL COMPOSITION TEST

Unit B, 13/F,, Universal Ind. Cir.,
23-25 Shan Mei Street,
Fo Tan, Shatin, N.T., Hong Kong.

Tel: (852) 2605 5736 Fax: (852) 2692 0798

Elements Compositions (%)
Component Othe Designation
. Cu Zn Pb Sn Fe Ni Impurit’ies
LG2 (BS1400),
Valve body 829 5.7 5.2 5.6 / 0.25 0.35 ( )
- CuSn5Zn5Pb5-C or
Suspeision | g36 | 53 | 50 | 53 /| 036 0.44 CC491K
meta (BSEN1982)
CZ121
(BS2872/BS2874)
valve piston
and cap 58.2 38.7 2.6 / 0.2 ! 03 CuZn39Pb3 or
CW614N
(BSEN12164)
Element compositions (%)
Component - ] Designation
C Si Mn Ni Cr S P
. 304815 (B970: Part
Valve seat | 0.048 0.22 1.4 9.9 18.5 0.01 0.01 | 1&BS51449: part2)
l\__f .
X5CrNil8-10
Lower | 4055 | 028 | 12 | 105 | 184 | 001 | om Laso1
spring :
(BSEN10088)

5. SUMMARY OF TEST RESULTS (apply only to the sample tested)

Dimensions

Pressure reducing test

Hydraulic pressure test

Chemical composition test

- As shown in section 1

- Satisfactory

- Satisfactory

+h
Date : }? M;M‘}Méb- 229 € Authorized signature

- Satisfactory

Nutoek Systems is 8 testing agency,
approved by the Water Authority snd

Government
testing water

Supplies

Department,
supply fittings.

for

P

/
Samson W.K. Yiu

( Director )
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TEST

ek + G i Pl el £ e § P < il el e ke ) £l Tl 4D 12D i) A e G T S S N A S | il | M T o Pl 3 A T e £l el 1 e G S S L i bl e A ¢ il el 1A el s e | el D 1 1o

e Tt it a1 e i Bt Bt T O B ¢ Bt Tt e S Sl Toeea® | S £ S St ! Dt 4 e 80 4 Eiraiet L e £ e § S Tei? S St ¢ St L B | Bt i+ St Qe | et et 2



=

e e 1 1 e et 8 D 2 kG2 el e e A D, A el 3 el 3 A i 1 WG+ 4 el el 1 A i kT el 1 42 D ¢ et el 4 kil ol D | el Ay ety <l 4D D D+ e e

T N s et T

il ey

I S\I NUTEK SYSTEMS LTD

TITLE
OUR REFERENCE
DESCRIPTION OF SAMPLE

SAMPLE SUBMITTED BY

MANUFACTURER
BRAND

MODEL

ORIGIN
BODY CAST MARKINGS

BODY LABEL MARKINGS

TESTS REQUIRED

PERIOD OF TESTS

TEST REPORT

Testing of Valve
J10255D

40mm Pressure reducing valve with screwed body ends; bronze body;,
stainless steel trim; pressure rating PN16; outlet pressure adjustable;

for fresh water application

Y oshitake Inc.

955-5, Miyamae, Irukadeshinden,
Komaki, Aichi, 485-0084, Japan.
YOSHITAKE INC.
YOSHITAKE

GD-24

JAPAN

y RK4
s

: ) ey

40 2
GD-24

' WATER REDUCING VALVE

INLET PRESS. © 0.2~1.6 MPa
REDUCED PRESS. 0.05~0.55 MPa

MAX. TEMP, 80°C
SET PRESS. MPa
MFG. NO. K$

Joshitake 5o

1. Dimensions;

2. Pressure reducing test,

3. Hydraulic pressure test and
4. Chemical composition test

10™ to 22™ November 2004

RESULTS: - (apply only to the sample tested)

1. DIMENSIONS (in millimetres)

Sample
Nominal size 40
Face to face dimension 149.5

Note : the female threads at the water iniet and water outlet comply with BS21.

2. PRESSURE REDUCING TEST

The inlet test pressure was maintained at 3 bar, 6 bar, 9 bar, 12 bar and 16 bar respectively; the

corresponding adjustable outlet pressure range was recorded:

Inlet pressure (bar) Adjustable outlet pressure range (bar)
3 0.5t02.0
6 0.5 to 4.5
9 0.5t05.5
12 0.5t07.5
16 0.5t07.5

Unit B, 13/F.,, Universal Ind, Ctr.,
23-25 Shan Mei Street,
Fo Tan, Shatin, N.T., Hong Kong.

Tek: (852) 2605 5736 Fax: (852) 2692 0798

[..P2
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i
N UTE K SYSTE Unit B, 13/F., Universal Ind. Cir., z
23-25 Shan Mei Street, :
Fo Tan, Shatin, N.T., Hong Kong. 1
TEST REPORT Toi: (852) 2605 5736 Fax: (852) 2692 0798 |
|
OUR REFERENCE NOQ.J10255D (P.2) i
3. HYDRAULIC PRESSURE TEST ¥
Test pressure Duration !
(bar) (s) Remark ;
Sample 30 60 Pass |
Note : no leakage was detected during the above test. f
!
4, CHEMICAL COMPOSITION TEST ;
Elements Compositions (%) 5
Component : Designation :
Cu | zn | Pb sn | Fe | Ni | Ot !
mpurities r

LG2 (BS1400
Valve body 82.8 5.6 5.7 5.3 / 0.28 0.32 ( ) f
_ CuSn5Zn5Pb5-Cor | |
Suspension | g30 | 53 55 | 55 / 0.35 0.35 CC491K f
meta , {(BSEN1982) 9
CZ121 :
(BS2872/BS2874) %
valve piston {
and cap 580 | 383 1 31 / 0.2 / 0.4 CuZn39Pb3 or i
CW614N }
(BSENI12164) t
Element compositions (%) {
Component ) ) Designation !
C 8i Mn Ni Cr S P ?
304515 (B970: Part | 1}
Valve seat | 0.06 0.35 1.1 9.8 18.9 0.01 001 | 1&BSl449:part2) |
' !
- X5CrNil18-10 !
Lower | o5 | 020 | 12 | 100 | 185 | 001 | 001 Tasor |
spring : f
(BSEN10088) }
!
. SUMMARY OF TEST RESULTS (apply only to the sample tested) ;
Dimensions - As shown in section 1 ]
Pressure reducing test - Satisfactory ;
Hydraulic pressure test - Satisfactory ?
!
Chemical composition test - Satisfactory {
{
!
tho !
Date : )? UM{«L&" Z&DW Authorized signature : -ﬁ . {
Nutek Systems is @& testing sgency, . r
spproved by the Water Authority snd Samson W.K. Yiu z
Government Supplies Department, for !
testing water supply fittings. { Director ) Y
Jd
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Unit 8, 13/F., Universal Ind. Ctr, ’
! I S l NUTEK SYSTEMS LTD S sren,
g Fo Tan, Shalin, N.T., Hong Kong. t
% TEST REPORT Tel: (852) 2605 5736 Fax: (852) 2692 0798 g
t TITLE :  Testing of Valve |
; OUR REFERENCE . J10255E g
? DESCRIPTION OF SAMPLE  50mm Pressure reducing valve with screwed body ends; bronze body; 7
! stainless steel trim; pressure rating PN16; outlet pressure adjustable; !
f for fresh water apphcatxon T
! SAMPLE SUBMITTED BY :  Yoshitake Inc. Y
! 955-5, Miyamae, Irukadeshinden, !
1 Komaki, Aichi, 485-0084, Japan. !
% MANUFACTURER . YOSHITAKE INC, ;
! BRAND . YOSHITAKE !
af !
? !_ MODEL ;. GD-24 !
% '~ ORIGIN : JAPAN
j BODY CAST MARKINGS : !, RK6 '
‘ e — |
| 7 !
{ BODY LABEL MARKINGS : GD-24
! WATER REDUCING VALVE
? INLET PRESS. 0.2~1.6 MPa z
! REDUCED PRESS. 0.05~0.55 MPa 7
] MAX. TEMP. 80°C
t SET PRESS. MPa
i MFG. NO. ]
! @:% ";:'1";;"'“ !
: 1. Dimensions;
| TESTS REQUIRED 1.Di !
? 2. Pressure reducing test, !
. Hydraulic pressure test an
] 3. Hydraulic d
t 4. Chemical composition test {
E '~ PERIOD OF TESTS ;10" to 22™ November 2004 §
E’ RESULTS: - (apply only to the sample tested) !
} 1. DIMENSIONS (in millimetres) i
; Sample ¥
? Nominal size 50 i
i Face to face dimension 185.0 i
? Note : the female threads at the water inlet and water outlet comply with BS21. !
! {
l: 2. PRESSURE REDUCING TEST g
¥ \
i The inlet test pressure was maintained at 3 bar, 6 bar, 9 bar, 12 bar and 16 bar respectively; the !
i corresponding adjustable outlet pressure range was recorded: b
% Inlet pressure (bar) Adjustable outlet pressure range (bar) §
! k] 0.5102.0
! 6 05t0 45 !
{ 9 0.5t0 5.5 {
f 12 0.5t0 7.5 !
f 16 0510 7.5 !
i /P2 f
iw--:—wnw-y-"-,_p-w-w-vh-nw< | Pt et e U T et ey 1 S 1 Rt L et T e LSt S o § e L gt | Dt < et § Dt | Bt | S & B & e S N S e ]
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2
z NUTEK SYSTEMS, LTD. 53>

o Tan, Shatin, N.T., Hong Kong.
{ Fo Tan, Shatin, N.T., Hong K
t" TEST REPORT Tel: (852) 2605 5736 Fax; (852) 2692 0798
t OURREFERENCE NO.IT0255E (P.2)
g 3. HYDRAULIC PRESSURE TEST
{ :
j Test pressure. Duration
% (bar) ) Remark
! Sample 30 60 Pass
! Note : no leakage was detected during the above test.
!
% 4. CHEMICAL COMPOSITION TEST
g Elements Compositions (%)
! Component Designation
! Cu | Zn | Po | Sn | Fe | Ni | O
t _ mpurities
- Valvebody | 83.0 | 57 | 52 | 53 / 0.35 0.45 LG2 (BS1400),
i S _ CuSnSZnSPb5-C or
! e | 828 | 53 5.8 5.5 / 0.28 0.32 CC491K
y meta (BSEN1982)
: CZ121
g e o (BS2872/BS2874)

valve piston
; and cap 58.4 38.0 29 / 0.33 / 0.37 CuZn39Pb3 or
} CW614N
? (BSEN12164)
!
{ . Element compositions (%)
p

! Component . . Designation
i C Si Mn Ni Cr S P
b 304515 (B970: Part
} Valveseat | 0.05 0.22 13 9.9 182 | 0.0l 0.01 | 1&BS1449:part2)
i
(- X5CrNi18-10
; I;gr‘i";f; 0.055 | 03 15 | 102 | 187 | 001 | om Tzl
i (BSEN10088)
; 5. SUMMARY OF TEST RESULTS (apply only to the sample tested)
f Dimensicns - As shown in section 1
! ressure reducing test - Satisfactory
g P duci Satisf;
'g Hydraulic pressure test - Satisfactory
§
i Chemical composition test - Satisfactory
{
!
e Tl #
i Date : *h 200 Authorized signature :
" 7
}
i Nutek Systems is o testing agency, Samson W.K: Yiu
{ approved by the Waier Authority and
z Gov.ernment Bupplies l?el?nrtment, for ( Director )
sz testing  water supply fittings.
i
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