
Materials

No. Name of Parts Materials B.S.
1 Body Cast Bronze BS1400 LG2

½-2 Forged Brass BS2874 CZ122
2½-3 Cast Bronze BS1400 LG2

3 Stem Copper alloy rod* B2874* 
½-1½ Copper alloy rod* B2874* 
2 - 3 Cast Bronze BS1400 LG2

5 Lock nut Copper alloy rod* BS2874*
6 Packing Forged brass BS2874 CZ122
7 Gland Forged brass BS2874 CZ122
8 Gland packing Non-asbestos T #2996NA

½-¾ Zinc alloy BS1004-A
1-3 Aluminium alloy BS1490-LM2

10 Wheel nut Zinc plated steel BS4360-40B
11 Name Plate Aluminium Plate EN485-2

*Toyo copper alloy rod is a Resist-Dezincification material, which mechancial
strength is equivalent to BS2874 CZ132.

Working Pressure Dimensions
Size

Mark
Saturated Cold Water Shell Seat in. 2.17 2.56 2.99 3.35 3.86 4.53 5.59 6.5

Steam Oil, Gas (Water) (Water) mm 55 65 76 85 98 115 142 165
13.7 Bar 25 Bar 37.5 Bar 27.5 Bar in. 3.27 4.02 4.57 5.51 6.18 7.05 8.27 9.13

mm 83 102 116 140 157 179 210 232
in. 2.48 2.76 3.15 3.54 3.94 4.33 4.92 6.30

Note: mm 63 70 80 90 100 110 125 160
End threads conform to British Standard lb 0.64 1.12 1.59 2.54 3.64 5.78 9.5 14.73
pipe threads. kg 0.29 0.51 0.72 1.15 1.65 2.62 4.31 6.68
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FIG. NO. 213

          PN25   BRONZE  GLOBE  VALVES

                       Screwed bonnet, swivel type metal disc, screwed ends.
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