
SEWAGE WATER 
 

All Socket Tee 

Date  

 

 

 
 

All Socket Tee 
 

 
 

Unit: mm 
Main Branch 

DN e1 Lu P DI B dn e2 hu p di 

80 7.0 201 85 100.5 140 80 7.0 190 85 100.5 

100 
7.2 203 88 120.5 163 80 7.0 132 85 100.5 

7.2 177 88 120.5 163 100 7.2 88 88 120.5 

150 

7.8 208 94 172.5 217 80 7.0 156 85 100.5 

7.8 174 94 172.5 217 100 7.2 116 88 120.5 

7.8 233 94 172.5 217 150 7.8 113 94 172.5 

200 

8.4 187 100 224.5 278 100 7.2 139 88 120.5 

8.4 233 100 224.5 278 150 7.8 139 94 172.5 

8.4 294 100 224.5 278 200 8.4 140 100 224.5 

250 

9.0 344 105 276.5 336 150 7.8 288 94 172.5 

9.0 312 105 276.5 336 200 8.4 180 100 224.5 

9.0 373 105 276.5 336 250 9.0 190 105 276.5 

300 

9.6 191 110 328.5 393 100 7.2 193 88 120.5 

9.6 238 110 328.5 393 150 7.8 194 94 172.5 

9.6 297 110 328.5 393 200 8.4 192 100 224.5 

9.6 416 110 328.5 393 300 9.6 200 110 328.5 

350 
10.2 210 110 380.5 448 100 7.2 225 88 120.5 

10.2 493 110 380.5 448 350 10.2 250 110 380.5 

 
 



SEWAGE WATER 
 

All Socket Tee 

Date  

 

 

 
 

 
Unit: mm 

Main Branch 

DN e1 Lu P DI B dn e2 hu p di 

400 

10.8 105 110 431.5 500 100 7.2 245 88 120.5 

10.8 135 110 431.5 500 150 7.8 250 94 172.5 

10.8 163 110 431.5 500 200 8.4 255 100 224.5 

10.8 193 110 431.5 500 250 9.0 260 105 276.5 

10.8 220 110 431.5 500 300 9.6 270 110 328.5 

10.8 280 110 431.5 500 400 10.8 280 110 431.5 

500 

12.0 108 120 534.5 604 100 7.2 295 88 120.5 

12.0 165 120 534.5 604 200 8.4 310 100 224.5 

12.0 283 120 534.5 604 400 10.8 330 110 431.5 

12.0 340 120 534.5 604 500 12.0 340 120 534.5 

600 

13.2 340 120 637.5 713 100 7.2 350 88 120.5 

13.2 340 120 637.5 713 200 8.4 360 100 224.5 

13.2 452 120 637.5 713 300 9.6 370 110 328.5 

13.2 570 120 637.5 713 400 10.8 380 110 431.5 

13.2 800 120 637.5 713 600 13.2 400 120 637.5 

800 

15.6 355 160 844.5 943 100 7.2 450 88 120.5 

15.6 355 160 844.5 943 150 7.8 450 94 172.5 

15.6 355 160 844.5 943 200 8.4 455 100 224.5 

15.6 355 160 844.5 943 250 9.0 460 105 276.5 

15.6 575 160 844.5 943 300 9.6 470 110 328.5 

15.6 575 160 844.5 943 400 10.2 480 110 431.5 

15.6 820 160 844.5 943 500 12.0 490 120 534.5 

15.6 820 160 844.5 943 600 13.2 500 120 637.5 

15.6 1015 160 844.5 943 800 15.6 508 160 844.5 

1000 

18.0 400 185 1050.5 1158 200 8.4 555 100 224.5 

18.0 599 185 1050.5 1158 400 10.8 580 110 431.5 

18.0 850 185 1050.5 1158 600 13.2 600 120 637.5 

18.0 1259 185 1050.5 1158 1000 18.0 645 185 1050.5 

 

Field of use: 
• For sewage water 

Main characteristics: 
• Be in compliance with EN598/ISO7186. 
• Tyton joint 
•  
• Coating option: 
• - Red Epoxy Powder 250µm internally and externally. 

 



SEWAGE WATER 
 

Double Socket Bend 11.25°  
 

Date  

 

 

Double Socket Bend 11.25° 
 

 
 
                                                                                                Unit : mm 

DN e Lu P DI B 
80 7.0 30 85 100.5 140 

100 7.2 30 88 120.5 163 
150 7.8 40 94 172.5 217 
200 8.4 45 100 224.5 278 
250 9.0 50 105 276.5 336 
300 9.6 40 110 328.5 393 
400 10.8 65 110 431.5 500 
450 11.4 70 120 482.5 540 
500 12.0 75 120 534.5 604 
600 13.2 100 94 637.5 713 
700 14.4 87 150 740.5 824 
800 15.6 90 160 844.5 943 

1000 18.0 117 185 1050.5 1158 
 

 

Field of use: 
For sewage water 

Main characteristics: 
Be in compliance with EN598/ISO7186. 
Tyton joint 
 
Coating option: 
- Red Epoxy Powder 250µm internally and externally. 
 

 



SEWAGE WATER 
 

Double Socket Bend 22.5°   
 

Date  

 

 

Double Socket Bend 22.5° 
 

 
 
 
                                                                                                                                              Unit : mm 

DN e Lu P DI B 
80 7.0 40 85 100.5 140 

100 7.2 40 88 120.5 163 
150 7.8 55 94 172.5 217 
200 8.4 65 100 224.5 278 
250 9.0 75 105 276.5 336 
300 9.6 80 110 328.5 393 
400 10.8 110 110 431.5 500 
450 11.4 116 120 482.5 540 
500 12.0 130 120 534.5 604 
600 13.2 140 120 637.5 713 
700 14.4 157 150 740.5 824 
800 15.6 170 160 844.5 943 

1000 18.0 217 185 1050.5 1158 
 

 

Field of use: 
• For sewage water 

Main characteristics: 
• Be in compliance with EN598/ISO7186. 
• Tyton joint 
•  
• Coating option: 
• - Red Epoxy Powder 250µm internally and externally. 

 
 



SEWAGE WATER 
 

Double Socket Bend 45°   
 

Date  

 

 

Double Socket Bend 45° 
 

 
 
 
                                                                                                                                               Unit : mm 

DN e Lu P DI B 
80 7.0 55 85 100.5 140 

100 7.2 65 88 120.5 163 
150 7.8 85 94 172.5 217 
200 8.4 110 100 224.5 278 
250 9.0 139 105 276.5 336 
300 9.6 133 110 328.5 393 
400 10.8 195 110 431.5 500 
450 11.4 220 120 482.5 540 
500 12.0 240 120 534.5 604 
600 13.2 283 120 637.5 713 
700 14.4 335 150 740.5 824 
800 15.6 364 160 844.5 943 

1000 18.0 439 185 1050.5 1158 
 

 

Field of use: 
• For sewage water 

Main characteristics: 
• Be in compliance with EN598/ISO7186. 
• Tyton joint 
•  
• Coating option: 
• - Red Epoxy Powder 250µm internally and externally. 

 
 



SEWAGE WATER 
 

Double Socket Bend 90°   
 

Date  

 

 

Double Socket Bend 90° 
 

 
 

 
Unit : mm 

DN e Lu P DI B 
80 7.0 100 85 100.5 140 
100 7.2 120 88 120.5 163 
150 7.8 170 94 172.5 217 
200 8.4 220 100 224.5 278 
250 9.0 270 105 276.5 336 
300 9.6 320 110 328.5 393 
350 10.2 370 110 380.5 448 
400 10.8 420 110 431.5 500 
450 11.4 480 120 482.5 540 
500 12.0 520 120 534.5 604 
600 13.2 625 120 637.5 713 
700 14.4 670 150 740.5 824 
800 15.6 735 160 844.5 943 

1000 18.0 1000 185 1050.5 1158 

 

Field of use: 
• For sewage water 

Main characteristics: 
• Be in compliance with EN598/ISO7186. 
• Tyton joint 
•  
• Coating option: 
• - Red Epoxy Powder 250µm internally and externally. 

 
 



SEWAGE WATER 
 

Flange Socket 

Date Dec 2012 

 

 

 
 

Flange Socket 
 

 
 

Unit: mm 
DN e Lu P DI B 
80 7.0 130 85 100.5 140 

100 7.2 130 88 120.5 163 
150 7.8 135 94 172.5 217 
200 8.4 140 100 224.5 278 
250 9.0 145 105 276.5 336 
300 9.6 130 110 328.5 393 
350 10.2 160 110 380.5 448 
400 10.8 170 110 431.5 500 
450 11.4 175 120 482.5 540 
500 12.0 170 120 534.5 604 
600 13.2 170 120 637.5 713 
700 14.4 190 150 740.5 824 
800 15.6 200 160 844.5 943 

1000 18.0 220 185 1050.5 1158 
 

 

Field of use: 
For sewage water 

Main characteristics: 
Be in compliance with EN598 
Tyton joint 
PN10/16 
 
Coating option: 
-  Option: Red Epoxy Powder 250µm internally and externally. 

 
 


