
 

JBU Series  
 

Universal Type Stainless Steel Expansion Joint 

TOZEN Model JBU universal expansion joint is one containing two bellows jointed by a 

common connector for absorbing axial movement and lateral deflection.  

JBU stainless steel expansion joints shall be of 

the multiple ply bellows type. Stainless steel 

construction including BS standard fixed 

flanges.   

Bellows design to allow for axial compression, 

axial extension, and lateral offset per system 

requirements and/or manufacturers 

recommendations.  

 

 

Feature  
 

� Bellow Expansion Joints are employed in piping system to absorb differential thermal expansion 

while containing the system pressure. 

 
� Size is available from 20A (3/4”) to 4000A (160”). 

 

� Typical working pressure varies from full vacuum to 1000 psig (66 Bar) and temperature from -215

℃ to 982℃ that refer from EJMA Organization. 

 

� Standard design of movement and material maximizes the productivity while the custom design 

maximizes the suitability for special applications. 

 

� Computer designed bellows element complies with EJMA criteria. 

 

� Stainless steel BS EN 10088-3 316(1.4401) or 304 (1.4301) is available. 

Note: Whole stainless steel products are suitable for potable water and flushing water. 

For the materials application, please consult for us. 

 

� The flange standard is drilled to BS4504 PN16 (BS EN 1092-1) or another standard can be changed 

on your request, please consult for us. 

 

� All products are tested before delivery per relevant code of ISO quality control system. 
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JBU-316P 
TOZEN Model JBU-316P expansion joint is one containing two bellows jointed by a common connector 

for absorbing axial and lateral movement.  

 

Size: 20mm to 50mm 

 
 

 
         

         

No. 
          

Parts. 
          

Materials 

1 Flange SUS 316  
 2 Holder Carbon Steel  
 3 Inter pipe SUS 316 
 4 Bellows SUS 316 
 5 Inter pipe SUS 316 
 6 Holder Carbon Steel 
 7 Shipping rod Carbon Steel 
 8 Welding ring SUS 316 
 9 Cover Carbon Steel 
10 Welding ring SUS 316 
11 Nut Carbon Steel 

  

 

Size: 65mm and 80mm 

 

       

      

No. 
          

Parts. 
          

Materials 

1 Flange SUS 316  
 2 Holder Carbon Steel  
 3 Bellows SUS 316 
 4 Pipe SUS 316 
 5 Holder Carbon Steel 
 6 Welding ring SUS316 
 7 Shipping rod Carbon Steel 
 8 Nut Carbon Steel 
 9 Half cover Carbon Steel 

  

 

Size: 100mm to 300mm 

     

   
 

         

No. 
          

Parts. 
          

Materials 

1 Flange SUS 316  
 2 Holder Carbon Steel  
 3 Bellows SUS 316 
 4 Pipe SUS 316 
 5 Holder Carbon Steel 
 6 Welding ring  SUS 316 
 7 Shipping rod Carbon Steel 
 8 Nut Carbon Steel 
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Dimensions & allowable movements 
 

 

 
Nominal 
Diameter 

{mm(inch)} 

 
Overall Length  

(mm) 

 
Axial / Lateral Movement 

(+/- mm) 

 
Working Pressure 

(Bar) 

Max. Working 
Temperature 

(Deg.C) 

20(3/4) 800 A:50 & L:50 16 200 

25(1) 800 A:50 & L:50 16 200 

32(1¼) 800 A:50 & L:50 16 200 

40(1½) 800 A:50 & L:50 16 200 

50(2) 800 A:50 & L:50 16 200 

65(2½) 750 A:50 & L:50 16 200 

80(3) 750 A:50 & L:50 16 200 

100(4) 800 A:50 & L:50 16 200 

125(5) 900 A:50 & L:50 16 200 

150(6) 900 A:50 & L:50 16 200 

200(8) 900 A:50 & L:50 16 200 

250(10) 900 A:50 & L:50 16 200 

300(12) 1000 A:50 & L:50 16 200 
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