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Flange: BSEN1092-2 PN16
Epoxy Coating: WRAS Approval no. 2202530
Body Marking : VALMATIC (Model No.)(DN) PN16 CI
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Size(mm) Model no PN PR (] (e [ heed
65 1825Ax005 16 178 | 140 145 18
80 1803Ax006 16 191 [ 152 | 160 | 27
100 1804Ax006 | 16 | 220 | 184 | 180 | 27
150 1806Ax006 16 285 | 248 | 240 ?.Z
200 | 1808Ax005 | 16 | 285 | 248 { 240 | 27

PN16 GLOBE STYLE SILENT CHECK VALVE

VAL MATIC

ATIC

VALVE AND MANUFACTURING CORP.




GLOBE STYLE SILENT CHECK VALVE

CAST IRON BODY - TYPE 316 STAINLESS STEEL TRIM
MATERIALS OF CONSTRUCTION

PART NO.  PART NAME MATERIAL
1 BODY CAST IRON, BSEN 1561 EN-GJL-250
2 SEAT RING STAINLESS STEEL, BSEN 10213 GR1.4408
3 DISC STAINLESS STEEL, BSEN 10213 GR1.4408
4 SPRING STAINLESS STEEL,BSEN 10270-3 GR.1.4401

Series 1800 MATERIALS OF CONSTRUCTION

V AL "MATIC’ VALVE AND MANUFACTURING CORP.

Manufacturer : Val-matic Valve and Manufacturing Comp.
Factory Address : 905 Riverside Drive, Elmhurst, IL, 60126, USA




