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PEGLER Valve®

PB100 Brass full bore ball valve

red lever handle, PN25 to 2", female ends

DN Connection [1SO7-1Rc Total (kg) Cv Kv
(taper)
specification

DN15 " 270001 0.18 19.9 17.0
DN20 EZ8 270002 0.25 48.0 41.0 ST el

- : : ' * PN25to0 5" to 2
DN25 1 270003 0.38 81.9 70.0 « full bore
DN32 1 %" 270004 0.63 141.6 121.0 « quarter turn operation
DN40 1%" 270005 0.84 234.0 200.0

’ « taper thread BS EN 10226 (ISO7-1)

DN50 2" 270006 1.45 341.6 292.0

*Cv - flow rate in US GPM at a pressure drop of 1 psi.
*Kv - flow rate in m3 per hour at a pressure drop of 1 bar.

Connection Dimensions (mm) A Dimensions (mm) B
" 50.0 48.0
" 58.0 53.0
" 70.0 55.0
17" 81.0 69.0
1%" 88.0 76.0
2" 110.0 84.0

Maximum pressure conditions B
Maximum pressure conditions (bar) Test pressures (bar)
(Cold working) (Hot working) Shell Seat
Size Temperatures Temperatures
up to 20°C up to 120°C
1 A ‘
12" to 27 25.0 4.0 37.5 27.5
- — - - Pressure equipment directive category
Maximum pressure conditions (psi) Test pressures (psi)
Size
Temp up to Temp up to Shell Seat Size 2" 74" 1 1" 1% 2"
5 HFE SEP SEP SEP SEP SEP  SEP
%" to 2” 362.6 58.0 543.9 398.9
Pressure & temperature ratings
Temperature range - 10°C +120°C (non shock)
»
727 10 27
3
Material \
specification i \,
Nr Component Material ; - '-t
1 Body Brass a 12 \\
8
2 Ball Brass g \.\
&
3 Lever Handle Dip-coated on CP Steel \
3
Applications =N 0 = - ) R oMl 183
TEMPERATURE “C

O

water




PEGLER (Y

Valve technology

Pegler

Our fully integrated piping system incorporates a unique offering bringing
together valves, fittings and pipes into one complete pipe-work system.

It combines the best world-class elements of modern connection and valve
technology, incorporating press, push, groove, compression, capillary and
threaded solutions for copper, steel, multi-layer and plastic pipes, with an
emphasis on delivering heat free jointing.
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Pegler Yorkshire Group Limited
St. Catherine’s Avenue / Doncaster
South Yorkshire / DN4 8DF / England

tel: +44 (0) 1302 560 560
fax: +44 (0) 1302 560 203
email: info@pegleryorkshire.co.uk

www.pegleryorkshire.co.uk

All brand names and logo styles are registered trademarks. Maintaining a policy
of continual product development, we reserve the right to change specifications,
design and materials of products listed in this publication without prior notice.
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