
129-01S

629-01S

Accurate & Repeatble Level Control
Modulating (Proportional Flow Type)
Automatic Reliable Hydraulic Operation
Drip Tight Positive Shut-off

316 Stainless Steel Trim

The Cla-Val NGE,GE & AE Series Modulating Float Valve
maintains a relatively constant level in storage tanks and
reserviors by admitting float into the tanke in direct
proportion to the flow out of the tank. It is a hydraulically
operated, pilot controlled, diaphragm valve. The rotary disc
type float operated pilot control is installed at the high
liquid level in the reservior and is connected via tubing or
pipe to the main valve. As the liquid level changes, the
float control proportionally opens or closes the main valve,
keeping the liquid level nearly constant. If the check
feature option is added and a pressure reversal occurs, the
downstream pressure is admitted into the main valve
cover chamber and the valve closes to prevent return flow.



Dimensions
Size inch (mm) 32 (40) 40 50 65 80 100 150 200 250 300 400
A  (Screwed) 184 184 238 - - - - - - - -
AA  (Flanged) - - - 279 318 353 451 543 660 762 1051

B 170 177 208 203 168 232 292 400 508 600 902
C 140 140 165 192 178 219 295 381 454 533 635

D  (Inlet BoreI) 36 44 56 78 83 104 154 205 255 305 405
DD (FlangedI OD) - - - 200 200 220 285 340 472 548 790

Pressure Ratings (Recommended Maximum Pressure - psi)

Materials

*Note: With Internal & External Epoxy coating (Blue Color- WRAS Approved)

**With Telfon Coated For Sea Water Application

Disc Trim (Guide) 316 Stainless Steel BS EN10283 Gr.1.4408

316 Stainless Steel BS EN10283 Gr.1.4408 with Telfon Coated For Sea Water

Details

Screwed

End

PN16 PN25

Diaphragm EPDM Rubber (WRAS Approved)

Stem, Nut & Spring 316 Stainless Steel BS EN10088 :2024 Gr.1.4401

Valve Body & Cover
Pressure Class

Flanged Drill

Grade Material BSEN1092-2

BSEN 1563 Ductile Iron
250 psi 400 psi

*Body & Cover Ductile Iron Grade EN-GJS-450-10

Model: 129-01S

GE Series Model: 129-01S - Uses Basic Valve Series "GE"

SeatSeat

SeatSeat


